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Section II

Accompanying Load And Drop Items
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CAUTIONS
1. Only ammunition listed in FM 10-500-53/

MCRP 4-3.8/TO 13C7-18-41 may be rigged for
airdrop.

2. Hazardous materials must be packaged,
marked, and labeled as required by AFJMAN
24-204/TM 38-250.

3. At least two layers of honeycomb must be
placed under all ammunition rigged for
airdrop unless the specific rigging manual
states differently.
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Section III

Suspension Slings And Lashings
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CAUTION
The nuts must be tight enough to keep

them from loosening during transport and
airdrop.
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Figure 3-10. Safety Tieing Slings with a Deadman’s Tie

CAUTION
This tie must be located between 6 and 8

inches above the top of the load or as directed
in the specific rigging manual.
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Figure 3-10. Safety Tieing Slings with a Deadman’s Tie (Continued)
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Figure 3-11. D-Ring Fitted to Tiedown Strap
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CAUTION
Do not tighten the lashings so tight that

they cause the platform to bow especially in
the aircraft.
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Figure 3-12. Single Line Lashing

�
�

3
�

1
.

&



����

FM 4-20.102/NAVSEA SS400-AB-MMO-010/TO 13C7-1-5

& 0�

��	�����������������������
������	����	�������
�������������������������������������
�	����	��	���������������������
�������	�������� 	�������������
�����������
�����
�	��
�����������������������������������������2����	��
��������$���������	������
�

. ,����!���������	���������������	��
�����7,�������&&9�������������	��!����
�����	��	��$
���
��������������#��
���	��	����������	����������������������������	�����������

� ��������	��������	���������
����
�
	������,�������&1�

Figure 3-13. A Looped (Floating Binder) Lashing
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Figure 3-14. Load Binder Handle and Excess Webbing Safety Tied
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Figure 3-15. A 30-Foot, 45-Foot, or Greater Length Tiedown Strap Formed
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Section IV

Cargo Parachutes
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Figure 3-16. Riser Extension Bolted to Risers

CAUTION
The nuts must be tight enough to keep them from

loosening during transport and airdrop.
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